KURESEL VANALAR iCiN TAVSIYE EDILEN AKTUATOR MODELLERI
RECOMMENDED ACTUATOR TYPES FOR THE BALL VALVES

Pnématik Kiiresel Vanalar

On-off veya oransal

Su, hava, dogalgaz, LPG, kimyasallar, gida, vb. icin
Olgiiler : DN 8 (1/4 )....DN 300 ( 12")

Pneumatic Ball Valves

On-off or proportional

For water, air, naturalgas, LPG, chemicals, food, etc.
Size :DN 8 (1/4").....DN 300 ( 12")

PN 16 Rediiksiyon Gecisli Kliresel Vanalar / Reduced Bore Ball Valves

Vana Olciisii Cift Etkili Akttatérler Tek Etkili Yay Donislii Aktuatorler
Valve Size Double Acting Single Acting Spring Return Actuators
DN 10 (3/8") T-PA40CE T-PA40TE
DN 15 (1/2") T-PA40CE T-PA40TE
DN 20 (3/4") T - PA 40 CE T-PA50TE
DN 25 (1") T-PA50CE T-PAG0TE
DN 32 (1 1/4") T-PA50CE T-PA70TE
DN 40 (1 1/2") T-PA60CE T-PASOTE
DN 50 (2") T-PA60CE T-PA9OTE
DN 65 (2 1/2") T-PA70CE T-PA100TE
DN 80 (3") T-PAB80CE T-PA120 TE
DN 100 (4") T-PA90CE T-PA140 TE
DN 125 (5") T-PA100 CE T-PA140 TE
DN 150 (6") T-PA120 CE T-PA160 TE
DN 200 (8") T-PA150 CE T-PA200TE
DN 250 (10") T - PA 200 CE T-PA200TE
DN 300 (12") T - PA 200 CE T-PA250 TE
Tam Gecisli Kiiresel Vanalar / Full Bore Ball Valves
) Cift Etkili Akttatorler Tek Etkili Yay Déniislii Aktiiatorler
Vana Olclisi Double Acting Actuators Single Acting Spring Return Actuators
Valve Size PN 16 PN 40 PN 16 PN 40
DN 10 (3/8") |T-PA40CE | T-PA40CE T-PA40TE |T-PA40TE
DN 15 (1/2") |T-PA40CE | T-PA40CE T-PA40TE |T-PA5S0TE
DN 20 (3/4") |T-PA5S0CE | T-PA50CE T-PAGOTE |T-PAG60TE
DN 25 (1") T-PAS0CE | T-PA60CE T-PAGOTE |T-PA70TE
DN 32 (1 1/4") [T-PA60OCE | T-PAG60CE T-PA70TE |T-PA70TE
DN 40 (1 1/2") [T-PA6OCE | T-PA70CE T-PABOTE |T-PASOTE
DN 50 (2") T-PA70CE | T-PA80CE T-PA9OTE |T-PA90TE
DN 65 (2 1/2") [T-PASOCE | T-PA90CE T-PA100TE | T-PA100 TE
DN 80 (3") T-PA9QOCE |T-PA100CE |T-PA120TE |T-PA140TE
DN 100 (4") |T-PA100CE |T-PA120CE |T-PA140TE |T-PA 150 TE
DN 125 (5") |T-PA120CE |T-PA140CE |T-PA160TE |T-PA 160 TE
DN 150 (6") |T-PA150CE |T-PA160CE |T-PA200TE |T-PA200TE
DN 200 (8") |T-PA200CE |T-PA200CE |T-PA250TE |T-PA250TE
DN 250 (10") |T-PA200CE | T-PA250CE
DN 300 (12") |T-PA250CE | T-PA250CE

Aktuatdér hava besleme basinci 6 Bar.olarak alinmistir.
Actuator air supply pressure assumed 6 Bar.
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