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T-PVD 700 Series

T-PvD 700 Serisi PNOMATIK PISTONLU VANALAR

TI-PVD 700 Series PNEUMATIC PISTON OPERATED VALVES



PNOMATIK PISTONLU VANALAR
PNEUMATIC PISTON OPERATED VALVES

Disli Baglantili Tipler
Threaded Connection Types

Flans Baglantili Tip
Flanged Connection Type

ZERTIFIKAT @
Certificate

— Proximity Salter Uygulamasi
Proximity Switch Application

Salter Kutusu Uygulamasi
Switch Box Applicaton

3 - Yollu Solenoid Valf Uygulamasi Oransal Pnématik Pistonlu Vana
3 - Way Solenoid Valve Application Proportional Pneumatic Piston Operated Valves

www.pvd.com.tr




pvd

Vana Olgiileri: 1/2"... 2"

Govde Malzemesi : AISI 316 Paslanmaz celik

Aktluiator Malzemesi : AISI 316 Paslanmaz celik

Calisma Sicakhgi : - 30 °C / +180 °C

Govde Dayanim Basinci : 40 bar

Sizdirmazlik Contasi : PTFE

(istek tizerine VITON, EPDM )

Konum : istek halinde Normalde kapali ( NK)
istek halinde Normalde Acik ( NA)

Baglanti : Disi disli (Gas B.S.P, Istek tizerine flansli

baglanti)

Aktiiator icin Gerekli Hava Basinci : 4 - 8 bar

Acik - Kapali Pozisyon Gostergesi

Aktliatér Hava Giris Baglantisi : G 1/4 "

Vananin butlin énemli parcalar hassas dékimden
yapildigindan metal homojendir, ve gézenek
yoktur.

Tam sizdirmazlik saglar. Uzun émurltdir ve sik
calismaya elverislidir.

Aktlatoérin hava tahliyesine konulan filtre
sayesinde toz ve kir iceri girmez ve aktlatér daha

iyi cahsir.

PNOMATIK PISTONLU VANALAR
PNEUMATIC PISTON OPERATED VALVES

Sizes: 172 "to 2 "

Body Material : AISI 316 Stainless Steel

Actuator Material : AISI 316 Stainless Steel

Working Temperature : - 30 °C / +180 °C

Pressure rating : 40 bar

Sealing : PTFE (on request VITON, EPDM)

Function : Optional Normally Closed ( NC )
Optional Normally Open ( NO )

Connection : Threaded (GAS B.S.P.)

(on reguest flanged connection)

Required air pressure for Actuator : 4-8 bar

ON-OFF Position indicator

Actuator air Connection: G 1/4 "

The main parts of the valve are made by
Precision Casting, that allows the material
homogeneity and absence of porosities.

Perfect airtight. Long Life also with high
operating frequencies.

Filter used over the actuator prevent pollution
and dust from being aspirated into the
actuator,assuring the perfect operation.

Tablo 1/ Table 1

Kullanildi§i Yerler / Applications

Galisma

= Olgi Gegi§ Peligi FvﬁxrkkBasbng(l Akis (Kv)

B Tekstil Sanayi B Textile Ind. P Size Clniles e Flow
m Gida Sanayi B food Ind. 1pe m (4F) ~ Bar]  mam
m Kimya Sanayi m Chemical Ind T-PYD 700 | V2G| 15 16 58

’ T-PVD 701 3/4" G 20 10 8
® Makina Sanayi m Machine Ind. T-PVD 702 1" G 25 6 15
m Demir Celik Sanayi m /ron and Steel Ind. T-PVD 703 |11/4"G 32 12 23
m Cimento Sanayi m Cement Ind T-PVD 704 [11/2"G 40 8 30
m ilag Sanayi B Pharmaceutical Ind. |T-PVD 705 2"'G 50 6 46
m Kozmetik Sanayi ~ ®m Cosmetics Ind. I'gxg _7,32': ;; i g ;g ;‘8 32'38
B Pek cok digeri B Many others Y G o5 20 15
m Su B Water
m Hava B Ajr T-PVD Serisi vanalarin standart tretimi disli
m Buhar B Steam baglantilidir.
m Kimyasal Madde B Chemicals istege go6re vanalar flansli hale getirilir.
® Cida B food Standart production of T-PVD series valves are in
m Gaz m Gas threaded connection. Optionally flanged connection
m Petrol m Petroleum types are supplied.
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T - PVD PNOMATIK PISTONLU VANA YEDEK PARCALARI
T - PVD PNEUMATIC PISTON OPERATED VALVE SPARE PARTS

Parga No Parca Adi / Part Name
Part No
1 | Gévde/ Body
2 | Somun / Stem Washer
5 @ &2 T 3 | Teflon Conta/ PTFE Sealing
18 4 | Conta Tutucusu / Gasket Holder
s 7 5 | Segman (Ara Baglant)
Seeger (Connection)
11 6 | Yayl Conta/ Stem Gasket
\ 7 | Viton O-ring / Viton O-ring
10 N ) 4 8 | Segman (Somun) / Seeger (Nut)
‘\\ 9 | Ara Baglanti Pargasi / Connection
N 10 | Somun / Nut
24 11 | Silindir Kapagi / Cylinder Cover
12 | inox imbus Civata / Bolt Inox Inbus
5 = 1415 13 | Elastik Ring / Elastic ring
N i 14-15 | Pul+Somun / Washer+Nut
16 | O-ring (Silindir Kapag)
12 O-ring(Cylinder Cover)
) 17 | Piston / Piston
% | ) ﬂ 18 | Nutring / Nutring
P 19 | Viton O-ringi/ Viton O-ring
@/ 20 | Yay/ Spring
ML 5 21 | Pin/ Pim
3 ED 22 | Silindir / Cylinder
23 | Filtre/ Filtre
24 | Teflon Conta (Ara Baglanti)
PTFE Sealing (Connection)
25 | Mil/ Stem

T - PVD Vanalarin Avantajlari Advantage of T - PVD Valves

m Uzun émdar.

m Bakim kolayligi.

® Dusuk basing kaybi.

B Kisa agcma kapama zamani.

m Cok cesitli akiskanda kullanim.
B Ylksek gecirgenlik.

m Darbelere dayanikli.

www.pvd.com.tr

High flow rate.

Long life.

Easy maintenance.

Short open-close time.
Used for in many processes.
Less perssure drop.
Resistant to strokes.
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Pvd OLCULER / DIMENSION
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H 1/4" GAS
N
(¢
V / = y
Girig / In>x—-—- 4 > —L— Z | Cikis/ Out
1S
Akis Yonu /Flow Direction
L
B
Olguler / Dimension (mm)
girl
QDN ﬁxge'i;':'ft
Model L B G E OF H

(R) mm @ (Kg)

T - PVD 700 1/2" 15 71 175 102 95 70 170 2,26
T - PVD 701 3/4" 20 81 185 102 95 70 170 2,49
T - PVD 702 1" 25 91 190 102 95 70 170 4,75
T - PVD 703 11/4" 32 110 250 140 110 86 225 4,55
T - PVD 704 11/2" 40 120 250 140 110 86 225 5,50
T - PVD 705 2" 50 140 250 140 110 86 225 5,85

Bir calismadaki hava tuketimi / Air Consumption for single operation

(")Igii Ha_va Basinci

Sive Al 4 | 5 6 | 7 | 8
1/2"-3/4"-1" NIt 0.35 | 0.45 0.54 0.65 0.75
11/4"-1 1/2"-2" 0.85 | 1.05 1.25 1.50 1.70
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PVd T - PVD GALISMA SEKLi / OPERATION OF T - PVD

Sekil 6 / Figure 6

Hava girisi ]
Air Supply 4

N .,

Akis Y6nU
Flow Directio

-

1

Kapali / Close

Sekil 6 / Figure 6

Hava girisi
Air Supply

Acik / Open

Basincli hava yokken vana yay guclyle kapanir ve akigkan
gecemez.

With air failure valve close with the power of the spring,
and there is no flow.

Basinch havanin glcuyle yay sikisir, vana acilir ve akiskan
gecer.

With the help of the pressurized air spring goes up and
valve open. This causes flow.

Akis yonU vana kapatma mekanizmasina kargl ydndedir. (Sekil 6) Tablo 1’ de verilen fark basing
degerleri dogrultusunda vana tam sizdirmazdir. Akis yonu tersten olacak sekilde de baglanti yapilabilir
ancak bu durumda ko¢ darbesi olusabilir ve vavanin agmasi icin uygulanacak hava basinci

yUkseltilmelidir.

The direction of the flow must be against the shutter (drawing 6). The tightness is guaranteed up
to the pressures shown in table 1. Valve can be mount in the opposite direction of the arrow but

water hammer arrive.
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? Oransal Pnomatik Pistonlu Vana
v Proportional Pneumatic Piston Operated Valves

1995 yilindan beri imalatini yapmakta oldugumuz Pnématik
Pistonlu Vanalarin élgt araligi 1/2” ... 2”7

Goévde ve aktuatér malzemesi AlSI 316 Paslanmaz Celiktir.
Konum olarak Normalde Kapal (NK) ve Normalde Acik (NA)
tipleri mevcut olup, calisma sicakhg -20°C / +180°C ve
gbvde dayanim basinci 40 bar dir.

Baglant tipi digli (G) olup, istek Uzerine flangh yapiimaktadir.
Sizdirmazlik contasi standart PTFE veya istek Uizerine viton
veya EPDM olmaktadir.

Aktlator icin gerekli hava basinci 4-8 bar, hava giris baglantisi
G 1/4” dir.

Yurtici ve yurtdisina bircok sektdre satisini yaptigimiz bu
vanalar, komple paslanmaz ¢elik olup, olduk¢a uzun 6murll
ve ¢cogu proseste rahatlhkla kullanilan bir Grinddir.
Ozellikle Gida, Tekstil, Kimya, Makina, Demir Celik, Gimento,
ilag, Kozmetik ve pek cok diger sanayide kullanilan pistonlu
vanalar akigkan olarak su, hava, buhar, kimyasal madde,
gida, gaz, petrol, asit vs. kontrol edebilmektedir.
Vananin bdtin énemli parcalari hassas ddkimden
yapildigindan metal homojen ve gdzeneksizdir.
Tam sizdirmazlik saglar ve sik calismaya elveriglidir.

Oransal Galisma istendiginde YTC marka TMP-3000
Smart pozisyoner ilave edilmektedir.

YTC TMP-3000 Akilll Valf Konumlandirici 4-20 mA giris sinyali
ile uygun lineer valfi kontrol eder. Buna ek olarak, yerlesik
mikro iseme operatdri, pozisyoner performansini optimize
eder ve otomatik kalibrasyon saglar. PD kontrolu ile ani
degisimlerde hemen tepki verebilme gibi fonksiyonlara
sahiptir.

PVD Proses tarafindan ithalati yapilan TMP-3000 Smart
Pozisyoner 6zellikle pistonlu valflerin oransal olarak kontrol
edilmesi gereken yerlerde kullanilir.

YTC TMP-3000
Smart Pozisyoner
Smart Positioner

www.pvd.com.tr
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Pneumatic Piston Valves we have been manufacturing
since 1985 Measuring range 1/2” to 2”

Body and actuator material AISI 316 Stainless steel.
They are Normally Closed (NK) an Normally open (NA)
available. Working temperature -20°C / +180°C and body
pressure rating 40 bar.

The connection type is threaded female ( G ), optionally
flanged.

Sealing gasket is standard PTFE or on request viton or
EPDM.

The are pressure required for the actuator is 4-8 bar, air inlet
connection is G 1/4”

These valves, which we sell in meny sectors both at inside
market export. Stainless Steel, very long life and most of
the process is used comfortably. Especially in Food, Textile,
Chemical, Machinery, Iron & Steel, Cement, pharmaceutical,
Cosmetics and Piston valves used in many other industries
are fluid, weter, air, steam,Chemical, food, gas, petroleumn,
acid etc. Control All of the valve Since the important parts
are made from precision casting, the metal is homogeneous
and pore-free. It provides full sealing and is suitable for
frequent operating.

When the proportional work is requested, YTC brand
TMP-3000 Smart positioner is added.

YTC TMP-3000 Smart Valve Positioner controls the
appropriate linear valve with 4-20mA input signal. In addition,
the built-in micro machining operator optimizes positioner
performance and provides automatic calibration. It has
functions such as PD control and immediate reaction in
sudden changes. Imported by PVD Proses, TMP-3000
Smart Positioner is used especially where piston valves
need to be controlled proportionally.

YTC TMP-3000 .
Smart Pozisyoner Standart Ozellikler
Smart Positioner Standard Specifications

Besleme Gerilimi 24V/DC
Supply Voltage
Giris Sinyali 4-20mA / 0-20mA
Input Signal 0-5V/0-10V
Cikis Slnyall 4-20 mA
Output Signal
Guc Tuketimi 4 Watt
Power
OrtarT1 Sicakligi 10/ +60°C
Ambient Temperature
Besleme Basinci 0-7 Bar
Supply Pressure
Akis KapaS|t§S| 20 /50 LPM
Flow Capacity
Strok

5-50 mm
Stroke
Hava Baglantisi 1/8”
Air Connection
Agirlik

520
Wei ght 9




PVD 04-07 Date 09/2017 ( Mersis No: 0772 0019 9280 0016 )

PVd Proses Yana Donanim San. ve Tic.ltd.§ti.

®
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T-GM-BU-VA-YA- Serisi
T-GM-BU-VA-YA Series
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..... _————  GENEL TANITIM KATALOGU
[CEN =2 saonnt| W GEvERAL OVERVIEW CATALOG T-GM-BU-VA-YA- Serisi SOLENOID VALFLER

T-GM-BU-VA-YA Series SOLENOID VALVES

isi PN
E

MATIK AKTUATORLER
UMATIC ACTUATORS

PNOMATIK AKTUATORLU VANALAR
EUMATIC ACTUATED VALVES
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Serifali Mah. Serdivan Sk. No:50 34775 Umraniye / istanbul / Turkey
Tel: (+90 216 ) 415 65 40 pbx. Fax: (+90 216) 364 22 52 GSM (+90 533) 206 13 48/49

www.pvd.com.tr e-mail : info@pvd.com.tr

@ SABANCITASARIM Bu brosiiriin yayin hakki, PVD Ltd.’ye aittir. Brostiriin higbir bélimi degistirilemez, alinti yapilamaz. PVD Ltd. izini olmadan brosiiriin hi¢ bir bélumi mekanik,elektronik, fotokopi vb. yollarla kopya edilemez, kullanlamaz.



