vd DIREKT CEKMELI PASLANMAZ CELIK SOLENOID VALFLER
DIRECT OPERATED STAINLESS STEEL SOLENOID VALVES
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TEKNiK OZELLIKLER TECHNICAL FEATURES

U Govde : Paslanmaz Celik (AISI 316)
U Cekirdek : Paslanmaz Celik
Kovan : Paslanmaz Celik (AISI 316)
Conta : PTFE veya VITON
Baglanti : R Digli (DIN 2999, ISO R7) Threaded : R Screw (DIN 2999, ISO R7)
Akiskan Sicakhg: Viton (-10 / +160 °C), Medium Temperature : Viton (-10/ +160 °C)
PTFE (-20 / +200 °C) PTFE (-20 / +200 °C)

Bodly : Stainless Steel (AISI 316)
Plunger : Stainless Steel
Tube : Stainless Steel (AISI 316)
Sealing : PTFE or VITON
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O Ortam Sicakhg : (-20 / +40 °C) Q Ambient Temperature : (-20 / +40 °C)
1 Bobin Giicii: 10 - 14 Watt Q Power: 10 - 14 Watt
1 Soket Koruma Sinifi: IP 65 1 Connector Protection Class : IP 65
1 Bobin Gerilimi : 12, 24,42, 48, 110, 220 AC/DC [ Coil Voltage : 12, 24, 42, 48, 110, 220 AC/DC
(1 Gerilim Toleransi: +%10V AC/DC 1 Voltage Tolerance : +%10V AC/DC
U Kullanildigi Yerler : 1 Applications :
v Kimyasal Akigkanlarda v Chemicals
v Ylksek Basingli Proseslerde v High pressure opplications
v Ylksek Sicaklik ve yagh Proseslerde v Oil processes
v Ozel Uygulamalarda, istenen orifis dlgiisiinde v Special opplications
gras'“‘? valf Olgiisii 8r.§f.is Kv
esure Valve Size )
(Bar) (mm)
0-60 1/8"..1" 1.2 0.06
0-40 1/8"...1" 1.8 0.09
0-25 1/8"...1" 2.5 0.17
0-8 1/8"...1" 4 0.42
0-7 1/8"...1" 5 0.65
0-5 3/8"..1" 6 0.83
0-4 3/8"...1" 7 0.95
0-3 1/72"..1" 8 1.06
0-2 1/72"...1" 9 1.15
Bl Orifis Kv Fark Basing .
Olcii g . ) Conta Resim Aciklama
Model Size %’;ﬁgce (m%h) Dr:qfit;e.r ?B'Zl";')all I:qr;(sjggcre) Seal |Picture Description
T - 600. SS G 1/8"
T -601. SS G 1/4" Orifis gaplarini, hat basincina gére
) yukaridaki tabloyu kullanarak seginiz. Direkt Gekmeli
T - 602. 8S G 3/8 Select orifice dimensions according PTFE 44 Direct Operated
T - 603. SS G 1/2" to flow pressure by using mentioned
tabl
T - 604. SS G 3/4" able above
T - 605. SS G1"
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